Republic of the Philippines

DEPARTMENT OF SCIENCE AND TECHNOLOGY

Philippine Atmospheric, Geophysical and Astronomical Services
Administration (PAGASA)

TERMS OF REFERENCE FOR

Supply, Delivery, Testing, Installation, Training and Commissioning of Various ICT

1.

2.

3.

Equipment for Agrometeorological Information System
Overview

The Agrometeorological Information System will operationalize the newly developed Farm
Weather Information System in a wider perspective linking the network of information to
agricultural communities in faster, accurate agromet forecasts and advisories. This various
ICT equipment will provide ease of accessibility and dissemination of agrometeorological
information and advisories for agriculture, water resources and other socio-economic sectors
and for better service delivery.

On this note, PAGASA is in need of ICT Equipment with two (2) units of Desktop, two (2)
units of Laptop, one (1) lot of videowall.

Approved Budget for the Contract (ABC)

The approved budget for the various ICT Equipment for Agrometeorological Information
System is in the amount of One Million seven hundred fifty thousand pesos (PhP
1,750,000.00) inclusive of VAT and all applicable government taxes.

Bid Proposal Contents

The prospective bidder is expected to comply and respond in accordance with the specific
instructions to bidders and submit all the documentary requirements under the Checklist of
Eligibility, Technical and Financial Requirements. The submission of documentary
requirements must be properly arranged in order and with label.

The prospective bidders shall be required to include in their proposal the
following:

- Design and layout of the Video Wall system;

- Technical Certificate on the offered brand to ensure quality installation and after sales
support;

- Dealer’s Certificate to ensure local technical support; and

- Manufacturer’s Certificate to ensure warranty claims

The prospective bidder shall also be required to include in this proposal, original
descriptive literatures and unamended brochures of all equipment/materials to be
supplied. If applicable, plans, drawings and diagrams/configurations must likewise be
provided.

The prospective bidder shall likewise clearly indicate in its bid offer the model humber and
specifications of the equipment and accessories referred to in Item 11. Technical
Specifications to be supplied, if awarded the contract for the Project.

To aid the Procuring Entity in its procurement planning and to ensure a sustainable and
continuous operation and maintenance of the Video Wall system, the prospective bidder
shall be required to include in its bid proposal a list of recommended spare parts, both
serviceable and disposable, with their corresponding prices and guarantee their availability
in the market within the next five years.
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These details will allow the PAGASA-Bids and Awards Committee to fully evaluate and
determine compliance from the prospective bidders.

Explanation and Interpretation

Should the bidder observe any ambiguity, discrepancy, omission or be in doubt as to the
intention and meaning of these bid documents, he should immediately clarify the same with
the PAGASA-BAC only in writing. Answers to clarificatory questions shall be officially
made through a Supplementary Bid/Bulletin and shall be made available to all participating
bidders.

Bid Validity

The bid shall remain valid for a period of one hundred twenty (120) days from the date of
opening bids.

Submission of Bids

All bids must be submitted not later than the certain date and time scheduled by the
PAGASA-BAC or as agreed upon by the PAGASA-BAC and the bidders, whichever is
applicable.

Delivery Period and Place of Delivery

The winning bidder shall supply, deliver, test, install and commission one (1) lot Videowall
with software; two (2) desktop and two (2) laptop units at Farm Weather Services
Section room for sixty (60) calendar days from receipt of the Purchase Order (PO) at
PAGASA Weather and Flood Forecasting Compound, BIR Road, Diliman Quezon City.

. End-User Training

The winning proponent must provide one (1) batch of end-user and administration training
(for videowall) in PAGASA CAD Conference Room minimum of ten (10) persons, including
course materials, certificate of attendance, lunch and AM/PM snacks.

9. Bill of Quantity

DESCRIPTION QUANTITY UNIT
1. High-end Desktop with software 2 Units
2. High-end Laptop with software 2 Units
3. Videowall with software 1 Lot
3.1. 55” LED Full HD Bezel, antiglare monitor 4 Units
3.2. Appropriate Adjustable Bracket Wall Mount 4 Units
3.3. Videowall cables, connectors, controllers (software and 1 Lot
hardware) and other materials
3.4. Scope of work: Dismantling/re-cabling of existing display 1 Lot
system, Installation, cabling of the video wall system,
integration/Testing/Commissioning
3.5. End-user Training 1 Lot
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10. Technical Specifications

ITEM DESCRIPTION QUANTITY
» High-end Desktop with software
e Intel Corei7, 4.2 Ghz Quad Core (max-turbo boost), 8 MB Cache 2
e Display Monitor: 23.8” IPS with RealSense 3D Camera
¢ Memory: 16GB DDR4-2133, PC4-17000 MB/s; (expandable to 32GB)
e Hard Drive: 2TB (partition provision for dual booting), Interface:
SATA; 7200 rpm
o Display/Monitor: 23.8" Fhd with IPS and RealSense 3D Camera
e Software: (Dual boot) OS Windows 10 and Linux-Ubuntu
¢ with keyboard, wireless mouse, speaker set, and UPS
e Bundle with latest version of MS office License with lifetime
warranty
» High-end Laptop with software
e Processor: Intel Core i7-8565U (8MB Cache, 2.7 — 4.6 Ghz), Intel 2
UHD Graphics 620
e RAM: 16GB,DDR4, HDD - 1TB PCle SSD, 5400 rpm
¢ Memory & Storage: SSD/eMMC 512GB
e Display: Screen size: 13.3 inches: Resolution: Full HD 1920 x1080
Touchscreen
e Network Interface: 1 HDMI; 1 micro HDMI; 1 VGA; 1 RJ-45 LAN
Jack for LAN insert
e Software: OS Windows 10
¢ Connectivity: Bluetooth, Camera, Speakers, Microphone, USB type-
C,UsB 3.1
o Wireless connectivity: WIFI
e Battery: 3 cell lithium ion
e Weight: 1.32kg
e With stylus pen, laptop bag, wireless mouse, antivirus, bluetooth
headset and charger, HDMI cable, 5 meters
e Bundled with latest version of MS office License with lifetime
warranty
» Videowall with software
e 4 units of 55" LED Full HD 700 cd/m2, 3, 5 mm bezel to bezel, antiglare 1 Lot
surface with IPS wide viewing angle panel
Audio In (L/R): Pin Jack x 1 set (Side) (Shared with VIDEO In)
Speaker Out: External Speaker Terminal, 20 W [10W/8 Q + 10 W/8 Q ]
DVI-I Out: DVI-I 29-pin x 1
IR Transmitter In/Out:  IRx1/x1
Screen size: 55-inch (1387 mm)
Brightness: 700 cd/m2
Contrast Ratio: 1200:1
Response Time: 12 ms (G to G)
Effective Display Area (W x H): 1209 x 60 mm
Number of Pixels (H x V): 1920 x 1080 pixels
Panel Type: LCD IPS Panel/D-LED
Viewing Angle (Horizontal/Vertical): 178°/178°
Panel Surface: Anti-glare treatment(Haze 44%)
Dynamic Contrast: 500000:1
Weight Approx.: 30.0 kg
Dimensions (W x H x D): 1213 x 684 x 95 mm
Power consumption: 330w
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Power Requirements: 200-240 V AC,50/60Hz
Carton Dimensions (W x H x D): 1551 x 961 x 450 mm
Gross weight: Approx.46.0 kg

Bezel Width: 2.25 mm(Left/Top),1.25 mm(Right/Bottom)

e 4 units Appropriate Bracket with Adjustable bracket wall mount
Swivel-Tilt-Bracket

o 1 lot of needed software and hardware and other materials comprise
of the following:

e Scope of Work: Installation, cabling of the video wall system,
integration/Testing/Commissioning
e End-user training

Guide Bracket;
Mounting Hardware;
4-6 Channel HDMI, VGA, AV Video Wall Controller;
Video Wall Processor (software and hardware);
wall plates and installation boxes;
hardware for Wireless Presentation & Collaboration for sharing files,
mirroring and supports 3rd party or multiple participants
simultaneously;
1 Noise-Canceling Stereo Headphones for monitoring; and
Other materials

11. Other Terms and Conditions

The winning bidder (for videowall) must submit, provide or comply prior to start of Project
Implementation:

The submission of Engineering plan/design for approval of End-User.

The project planning session (kick-off meetings) shall be conducted prior to
scheduling the installation activity on a date mutually agreed upon by both
parties after the confirmation of the statement of works as based on the TOR and
the meetings.

Supplier must submit to PAGASA a Work Schedule for the implementation of the
project.

List of personnel that will be working for the project for securing Gate Pass
Necessary materials, tools, equipment, labor and other expenses in the site
inspection, delivery, installation and commissioning at site that will be shouldered
by the supplier.

Any extensions to the agreed upon schedule must be mutually agreed upon by
both parties.

12. Acceptance and Completion Criteria

The winning bidder has fulfilled its obligation when the following activities have been
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completed:
The videowall system installed, tested and operational
As-built drawings, original brochures and other pertinent documents related to the
project has been submitted
Training conducted



13. Warranties

e The bidder warrants that it shall strictly conform to all the Terms and Conditions of
this Terms of Reference.

e Desktop and Laptop with softwares shall be covered by 1 year warranty.

o Videowall with software shall be covered by 3 years warranty and shall
commence upon customer acceptance of the equipment. The winning bidder will
provide all parts and labor during the warranty period at no additional cost to
the customer.

e This statement of work will not be modified in any way. Should additional services
be required, a separate statement of work will be drafted.

CAD - FWSS 5|5



