Project Title : REPAIR/REHABILITATION OF PERIMTER FENCE AND CONSTRUCTION OF PATHWAYS @ DAVAO PAGASA STATION COMPLEX.

Location : PAGASA DAVAO STATION, BGY. SASA OL
Subject : BILL OF MATERIALS
ESTIMATED DIRECT COST (EDC) INDIRECT COST (IC)
UNIT MISCELLANE VAT- TOTAL
ITEM / DESCRIPTION QTy. UNIT MATERIAL LABOR EQUIPMEN]DIRECT COST| OVERHEAD |CONTIGENCIES PROFIT | COMPONEN UNIT COST|
COST ous T AMOUNT
A |TEMPORARY FACILITY
Bodega, Bunkhouse 1 lot
Mobilization/Demobilization 1 lot
Formworks/Scaffolding 1 lot
Sub-Total
B |For Earthwork
Excavation works 170 L.M. 68 |cu.m.
C |CHB/Masonry/plastering works
Concrete Hollow Blocks 6" 5,018 |pcs
Cement for plastering 78 |bags
wash sand 6 Cu,m
Cement for mortar block laying/felter cell| 109 [bags
wash sand 7 cu.m.
D. |Footing Foundation/Column
Cement for footing at 5.376 cu.m. 49 |bags
Washed sand 3 cum.
Washed gravel 5 cum.
Cement for column at 8.40 cu.m. 76 |bags
Washed sand 4.2 |cum.
Washed gravel 7.56 [cum.
12mm dia. RSB for footing/column 143 |pcs.
10mm dia. RSB for temp bars 45  |pcs.
Tie Wire # 16 10 |ke.
E |Tie Beams 6.6 cu.m.
Cement 59 |bags
Washed sand 3.5 |cu.m.
Washed gravel 6 cu.m.
12mm dia. RSB for footing/column 114 |pcs
10mm dia. RSB for temp bars 110 |pcs
Tie Wire # 16 5 kg
F |Lentel Beams 2.475 cu.m.
Cement 23 |bags
Washed sand 1.2 |cum.
Washed gravel 2.25 |[cu.m.
10mm dia. RSB for footing/column 114 |pcs
10mm dia. RSB for temp bars 110 |pcs
Tie Wire # 16 5 kg
G |For the repair/replacement of cyclone wire Front and Right side portion
Cyclone wire gage 10 | 22 |ro||s |




2" x 2" x12' Coco Lumber 30 |pcs.
G.l. Pipe 1 1/4" dia. x 20' 10 |pcs.
barbe wire @ 141m/rolls 6 rolls
Welding Rod 1/8 size 5 kg.
Industrial Metal Primer 2 gals
Paint thinner 4 gals
Roller brush w/basin 2 sets
Paint brush 3" 4 pcs.
paint brush 2" 4 pcs.
Common Wire Nail Assorted 4" & 3" 10 |kg.
-do- 2" 5 kg.
Forms works/accessories
1/4" thk Plywood 10 |pcs.
2" x 2" x12' Coco Lumber 150 |pcs.
G.l. Pipe 1 1/4" dia. x 20' 27 |pcs.
barbe wire @ 141m/rolls 6 rolls
Welding Rod 1/8 size 10 |kg.
Industrial Metal Primer 2 gals
Boysen paint (Latex) 6 T/C
Paint thinner 2 gals
Paint brush 3" 2 pcs.
paint brush 2" 2 pcs.
Common Wire Nail Assorted 4" & 3" 10 |ke.
-do- 2" 5 kg.

Sub-Total

Pathway from LIC building to Wind Tunnel Building

Portland Cement 40kg 15|bags
Wash Gravel 3/4" crast 1lcu.m.
Sand "crast" 2|cu.m.
steel bar 10mm deformed 5|pcs
Tie wire #16 4|kgs
coco lumber 2" x 2" x 12" 15|pcs
playwood 1/4" x 4' x 8' 4pcs
CW nails 4" 3|kgs
CW nails # 3& 2 assourted 3|kgs
Filling materials 3|cu.m.

Sub-Total
Total




